
MIN

2 0 KPA

MAX

500KPA

Control Sleeve

8608

Rotor

Unequal Pressures (Blue) 8602
Equal Low Pressures (Green) 8603
Equal High Pressures (Pink) 8604

Stainless steel Clip

8623

Mixer Body (Acetal)

8601

Isolator Filter

8625

Grub Screw

8622

Isolating Knobs

Hot 8606H
Cold 8606C

Isolating Valves Complete

Hot 8605H
Cold 8605C

F E LT O N M I X T M

All pressures, integrated outlet mixer with one point installation for 
time and cost savings

SUITABLE FOR PRESSURE

LOW - MID RANGE

PRICING

AP

• Unequal, equal low or equal high (mains) water pressure
• Shallow/standard wall depth
• Low-mid range bathroom budget
• You want to save time and cost with a single point installation (without a 

separate outlet to an elbow)
• You need the option to convert your bath to a shower without removing the 

wall lining
• You want the option of changing from a fixed rose to a hand shower or vice 

versa without having to change the pipe work
• You need a child tamper-proof shower with the temperature control at 

adult head height

Seal Kit (Complete) New

8624

www.fel ton.co.nz

0800 743 358

Spare Parts



BRASS

 

 

 

help!

IDENTIFY THE MIXER

HELP!  THE FELTONMIX IS  LE AKING!  WHAT SHOULD I  DO?
Follow this general guide on how to fix the Feltonmix. Should you find any other issues or leakage, feel free to call us!

BRASS MIXER?

BEHIND
THE WALL

BRASS PLASTIC

Replace with 
new isolators
8605H (Hot)
8605C (Cold)

What is the current 
working pressure* of the 

hot & cold water?

For brass mixer
Replace with new 

seals SL0014

The pressure 
is fine

Still leaking?

Replace rotor

8603
Equal Low

GREEN

8602
Unequal

BLUE

8604
Equal High

PINK

The cold pressure 
is too high

(more than 10:1)

Check PLV is still 
working. Replace 

if needed.

If other parts of the mixer are 
leaking, call the Felton team 

0800 743 358

For plastic mixer
Replace with new 

seals 8624

*WORKING PRESSURE

Maximum working pressure 
is 500kPa. Ratio of cold to 
hot water pressure should be 
no more than 10:1.
Example: If the hot is 35kPa, 
the cold should be no more 
than 350kPa.

FROM
SHOWER HEAD

GOOD BAD

PLASTIC MIXER? VENTURI MIXER? NONE OF THESE?

with single lever rotor

Refer to Pg 103
Oops! Probably not 

a Feltonmix!

Where is it leaking?

Mounted head height Mounted head height Mounted waist height

Not sure... Leaking from isolator

How is the quality of 
seals on the rotor?

PLASTIC

Replace entire mixer 
incl. isolators

FME
Equal Low

GREEN

FMU
Unequal

BLUE

FMH
Equal High

PINK


